
The most efficient moisture absorber on the market 

Customized to the requirements of the final product

Eliminates the drying process

Prevents the gassification of plastics during processing

Stabilizes the plastic processing

Constant availability - production in WW Ekochem plant
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Eko-Absorber -  Moisture Absorber is an additive in a pellet form, which either eliminates 
the drying process of plastics, or strongly supports the process in case of using traditional dryers.

It also prevents moisture related problems, which cause undiserable effects, such as: die built-up, porosity, 
lenses in films, and surface defects in the injection moulding details. 

Thus, Eko-Absorber essientially improves the quality of the final product.

The pictures below show how significantly Eko-Absorber improves the appearance 
and mechanical properties of the final product:

Advantages of using Eko-Absorber
The most active absorber on the market - contains up to 80% +/- 2% of active ingredient 
Produced in various grades: standard and premium (dedicated to thin films from 10 microns) 
Removes moisture and acidic impurities from plastic 
Reduces production costs by eliminating the need of raw materials pre-drying 
Dosage between 0,5% and 5%, depends on humidity level and final application 
Standard packaging – 10kg and 25 kg bags. Easy adjustable packaging tailored to the customer's needs.
Compatible with the following polymer types: LDPE, LLDPE, HDPE, PP, PS, ABS, PVC, PA 

The scope of Eko-Absorber application is very wide and covers practically every branch of the industry 
which uses plastic granules, regranulates, regrinds and agglomerates in production and which require 
pre-drying before processing, or are wet and therefore can not be used directly.

Main applications:

*Keep in dry, ventilated, cool place. Shelf life: 12 months.
*The addition rate of the product recommended above can be used for orientation purposes only. 
Optimal dosing levels are determined through a series of laboratory tests. 

without absorber with 1% of competitors' absorber with 1% of our Eko-Absorber


