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Tecnologies are not all the same, and neither are the result 
they produce. That’s why, Robor has chosen the highest 
standard of quality in research, in engineering and in the 
building of every component of its apparatuses, to guarantee 
the highest performance and absolute reliability. The best 
quality to render the maximum efficiency in production.

ROBOR, strong for over 30 years with its know-how, is able 
to supply complete automatic plant for sandwich panels 
production, with polyurethanes, mineral wo ol and polystyrene. 
The study and the customer request permit its to supply a 
complete range of machines as CNC pantographic machines, 
cutting machines, covering machines, coupling lines for 
insulating material and wood.

All the pieces of equipment are original, projected and 
completely made by ROBOR to obtain the maximum operative 
performance. ROBOR guarantees the customer total consultancy, 
in fase of planning, installation, start-up, in the updating, 
and in assistance, day by day.
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ROLL FORMING
This machine make, by profiling rollers, roof tile 
profile. The roll former is equipped of floating 
die press to produce the profile in continuous 
when the machine is installed into a continuous 
sandwich panel line. By a movable carriage the 
roll former can be moved out of line to produce 
single skin and for this reason the machine is 
equipped of a hydraulic die shearing machine.

MINERAL WOOL PREPARATION LINE
For roof and wall panel production with mineral 
wool or polysytrene the line is equipped by 
a series of machines for load, cut, feed and 
automatic inserting with zig-zag disposition 
of lamellas with oriented fibers of insulating 
material between the upper and lower sheet

CONTINUOUS PRESS
The continuous press is the machine where occurs 
the coupling between the sheets and the insulating 
material. The two belts where this coupling happen 
are composed of electrically welded steel slats. 
thermically treated and worked by machine tool to 
obtain the maximum planarity. When the panel thick-
ness changes. the upper belt is moved up or down by 
a series of jacks. In case of polyurethane sandwich 
panels. the machine is equipped by two side chains 
that contain the foam during its expansion process. 
The profile of border is gave to the foam by a series 
of side blocks locked to the side chains. For a good 
expansion of foam, the continuous press is equipped 
by two indipendent heating systems.

ENTRY SECTION OF PROFILING LINE
The metal sheets feeding, happens by two or four 
unwinding wheels where the coils will be loaded 
through motorised coil cars.
The presence of double decoilers permit  to work 
whithout stop the line because while one is in 
operation the other one is in preparation.

DISTRIBUTION CROSS BAR
The polyurethane foam is distributed on the lower 
sheet with a distribution cross bar. This machine 
is equipped with one or two indipendent high 
pressure mixing and pouring heads that guarantee 
the continuous production without stop for 
maintenance.

FLYING CUTTING MACHINE
The panels made in continuous stage are cutted to 
lenght by flying cutting machine with band saw. 
The band saw is equipped of a turn-blade device 
that permit to cut the panel on the both crossing 
side. On the front of machine can be installed a 
rotating disk cutting device that obtain on the 
both side cut for the overlappig on the roof panels.

TILTER / STACKER
The stacking of panels can be made also with 
another type of stacker. This machine is composed 
of two sector, the first one is the tilter for roof 
panels rotation and the second one is the stacker 
for roof and wall panels. With this unloader the 
panels stacking is so fast and it guarantees high 
speed production.

POLYURETHANES FOAMING  
AND METERING UNIT
For the production of PUR or PIR sandwich panel 
chemical components are used and properly mixed 
make the polyurethane foam. The mixing of these 
components occurs on the high pressure foaming 
and metering unit. This machine is composed by a 
series of tanks, pumps and measuring device that 
controlled by electronic equipment permit the 
formulation and metering of components on the 
distribution and pouring head.

PACKING MACHINE
Packing machine, wrapps the bundle of panels 
with extensible polyethylene film trought its 
rotating central device. A feeding system insert 
the polystyrene blocks under the panels on 
the planned position automatically. Two upper 
uncoiling device permit to close the heads of stack 
to guarantee the protection up to the installation.
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