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One of our most recent new products is the Monoline Linear Unit. The range is available in sizes 40, 60, 80 and 120 – either with a timing-belt drive (Z) or without a drive as anti-vibration torque support (R).
The size 40 timing belt driven version can withstand loads of up to 1100 N, the size 60 up to 2800 N, the size 80 can up to 4367 N and the 120 version can withstand loads of up to 9400 N. All units can reach travel speeds of up to 10 m/s, with permissible accelerations of up to 20 ms².
Clamping strips can be added for mounting and centering holes are added as standard to the guide table for accurate repeatability if a load is removed and returned.
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NEW: Telescopic (monitor)
supportarm

RK Rose+Krieger has expanded its
support arm system for its RK monitor
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mounting with a telescopic support arm

Profile Technology
(basic length 495mm). In its extended

state (720mm), itis designed for

monitors, display devices and operating

terminals weighing up to 5Kg. With

its new swivel arm, RK Rose-+Krieger ,
expands its combination options and

enables greater ergonomic adaption of

end devices to the working environment Linear Technology

G

Connecting Technology
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For use asin individual support arm or
as multiple support arm systems together
in combination with RK monitor holders.
This makes them ideal for use in control
roomswhere mutiple monitors and display
devices are frequently placed above or
next to one another. The support arm
telescope enables the quick and easy
ergonomic arrangement of any number
of monitors in a range of formats

The monitors can be flexibly height
adjusted, swivelled, extended and
fixed... all without the need for tools.

Modular Technology
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Tapered lubricating nipple

¥ Central lubricating access on the
carriage facilitates maintenance

Guided timing-belt

Clamping strip Centering holes in the Variable motor connection
¥ Secures the axis reliably guide table V For metal bellows coupling
(Image shows optional v For elastomer coupling
centering sets from the
accessories) Motor shaft configuration

¥ Can be modified at a later stage




